EXISTING SIGNS
T0_BE REMOVED

EXISTING SIGN PROPOSED CAMERAS

PROPOSED NEMA PHASING

PROPOSED SIGNS PROPOSED SIGNALS

' 13 | 16,17
8 10 v 1,2,5-7 3 4 02
FOR BOULEVARD = SOUTH "‘“’Z“" NORTH a.b :
T » o &
16" x Var. M 95-1 R 4-7 - §° . _
_ 72" x 24" o : o : .
g . Black Letters ‘ _ \\\
Un Whi‘i‘e 1 4 . 1 5 e 12”/8” m
<= FDR BOULEVARD Background i | | siasmG
LEFT LANE 12* P .
161’)’—3(:’) 1 must LED LED w
X Var. .
TURN LEFT LED 76 o 7
R 3-1L
11 12 487 x 48 NEMA notes: '
* >4 Phases associated by a dashed line will operate concurrently.
Phases associated by a solid line will not operate concurrently.
w - B
ONLY ONLY . : .
Gmﬁ;ﬂ%ii,ﬁ?ed Phase 5 operates as a lagging left furn.
R 3-5(1) R 3-5(R)
30" x 36" 30" x 36"

Temporary Sign

W 3-3
48" x 48"
S S A DU < & _=/ /25'/
1235/ _8__| 4 [/ Z
®\. -1_ q15 -éo“
oo e e e e ] T T 0 :3..______..._‘
7
fector a ﬁ
—:Qi_—
¥
3
Instail one handhole N in
in bredk area A A
e oo A
950" -
- [\J \\
: ‘ N
235.
= s Install one handhole
3 g ;& | in bredk area 35
Qverhead Utitilj S Q \’QK
Telephone - 18.1 f+. o o @c‘?
—_ 3
Secondc:ry' 13.0 ft. NOTES
Neutral Wire - 20.0 ft. / Overhead Utitilies
High Voltage - 29.0ft. 4 D Telephone - 20.1 +. 1. Geometrics shall be confirmed prior to the installation of signal equipment. All traffic
I @ Secondary - 21.0 £+. signal foundations shall be instailed ot final sidewalk or curb grade for closed sectionss

highest roadway profile grade for open sections to meet clearances as specified in MD 816.03.
MD 818.01, MD 818.02, MD 818.04. The contractor shal! verify ultimate grades prior o the

Neutral Wire - 27.0 t. -

I
I
l
|
| 2 High Voltage - 33.0 ft.
' ; : instal lation of al! signal equipment.
CONSTRUCTION DETAILS z b . . Ins |
: i ii :; / /{ffﬁ;[ ‘ 2. Loop detectors and conduits shall be installed prior to the instaliation of pavement markings.
) ' o | . ll = g 3. Pavement markings detailed are proposed and are to be instalied by the Contracior in
A. Install base mounted NEWA & cabinet/controller, and necessary equipment for an E [j " 7 accordance with MD-SHA standards. All other pavement markings dre to be considered
underground electrical (MD-SHA Type 807.05-1) service. : o | I i ~— ll wjj ! as oxisting.
B.  Install 27 ft. steel mast arm pole with a 60 fi. mast arm. vehicle signal heads. signs, 20 ft. lumingire arm. { 11 IIII 8 a) \\\\ lll :’;H 4 4. All underground and overhead utilities shown on these plans are schematic and are not
and 250 watt HPS luminaire (Note: one 3 in. PVC conduit bend). : 4 1] o] “ Q: \ || :: ' +o be considered complete. The Coniractor shall be responsible for notifying all utility
c. Install 27 ft. steel mast arm pole with 50 ft. mast arm vehicie signal heads, sign, and video detection . | | H Q \\ M‘Ti companies prior to construction so that all utilities my be located in the field. If the
camera (Note: one 3 in. PVC conduit bend). | V] o \\ || ﬂj\@ Contractor perceives that a conflict between the utilities and the traffic signal equipment
0. Install 21 ft. steel mast arm pole (cut from a 27 ft.) with 60 f+. mast arm. vehicie signal heads. signs, and h | will occur. the Contractor shall notify the appropriate Project Engineer immediately.
video detection camera (Note: one 3 in. PVC conduit bend). ' I ‘

I \

E. Install handhole.
F. Install 2 in. polyvinyl chioride [Schedule 80] electrical conduit frenched.
6. Install 3 in. polyviny!l chloride [Schedule 80] electrical conduit - trenched.
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Install 4 in. polyvinyl chioride [Schedule 80] elecirical conduit - trenched.

2
3
H.  Install 3 in. polyviny! chloride [Schedule 80] electrical conduit - bored. — .
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. Install 4 in. polyvinyl chloride [Schedule 80] electrical conduit ~ bored.
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L.  Install Non-Invasive micro-loop probes (set of 3).
M.  Install ground mounted sign as shown.
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Install 24 in. wide pavement marking — white for stop line.
. Remove existing pavement markings by grinding.
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P. Remove existing ground mounted sign. GAS MAIN | T ] | ' ) _ 7.
0. Camera zone. . WATER MAIN | 71 /A . - 3%// MD 4 at FDR Boulevard
R. Install 2 in. conduit for phone drop. SEWER MAIN h Dy e Hoanl 06 :

ELECTRIC CABLES

SIGN DIVISION

Frank Hoeckel TS NO.

Install underground electrical service per MD-SHA Typical (807.05-01).
Install 5 in. white solid pavement marking.
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